
Wide Open Possibilities for 
Powerful Displays

PRODUCT FEATURES
Native XGA resolutions

5,000 ANSI lumens from a compact, portable package

Ideal for boardrooms, conference and training rooms

Single 300W NSH lamp with 1500 hr typical lamp life

1200:1 contrast ratio

New progressive scan electronics for crisp video reproduction

Five lens options, FLC bayonet lens mount for fast lens changes
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Technical Specifications

Brightness 5,000 ANSI lumens

Contrast Ratio 
(full on/off) 1200:1

Audible Noise 35dBA

Weight 18.5 lb

Size (L x W x H) 16.9 x 12.6 x 6.6”

HDTV Formats Accepts all current HDTV/DTV formats

Component Video Yes, via BNC or DVI

Standard Video Yes - composite and S-video

Digital Input DVI-D with HDCP

Networking On-board ChristieNETTM

Lamp Type Single Ushio 300W NSH

Lamp Life (typical) 1500 hours per lamp

Native Resolution XGA (1024 x 768)

Maximum Resolution SXGA (1280 x 1024)

Display type p-Si Active Matrix TFT

H-Sync Range 15 kHz to 100 kHz

V-Sync Range 50 Hz to 100 Hz

Pixel Clock 180 MHz

Maximum Power 465W

WHAT’S IN THE BOX:
Christie LX50 — 38-VIV306-01

Wireless/wired remote (w/batteries, wired cables)
User manual

Computer cable
Mac/VGA adapter

Mouse control cable
Dust cover
Line cord

Optional Accessories:
Lamp - Ushio 300W NSH 03-000882-01P

Fixed 0.8:1 lens 38-809049-01

2.4-4.3:1 Zoom lens 38-809048-01

1.3-1.8:1 Zoom lens 38=809047-01

4.3-6.0:1 Zoom lens 38-809068-01

1.8-2.4:1 Zoom lens 38-809051-01

Ceiling Mount 38-804724-01

Ceiling Mount Extension 38-804701-01

Shipping case 38-804722-01

FLC lens adapter for LX37, LX45, 
LX50 38-804751-01
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